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START

RECEIVE ONE OR MUORE VIDED MOSAIC
SOURCE SERVICES AND SIGNALING
DATA BPECIFYING AT LEAST AN
ATTRIBUTE FOR A CURRENT QONTENT
ON A CONTENT SOURCE

{

RECEIVE & REQUEST TO PRODUCE A MOBAIC
PRESENTATION SCREEN, THE REQUEST
BEING ASSOCIATED WITH ONE OR MORE
ATTRIGUTESR
¥
USE THE SIGMNALING DATA TO DETERMINE
CANDIDATE SOURCES WHDSE CURRERY
CONTENT ATTRIBUTES CORRESPONDTC
THE ONE OR MORE ATTRIBUTES OF THE
REQUEST

&

TDENTIFY THE RELEVANT VIDED MOGSAIC
SOURCE SERVICER COMPRISING THE
CAMDMDATE SOURCES

&

GECODE THE RELEVANT VIDED MOSAIC
SOURCE SERVICES

PRODUCE A MOSAIC PRESENTATION SCREEN
USING THE DECODED RELEVARNTY VIRED
MOSAIC SOURCE SERVECES

»

DISPLAY {OR TRANSMIT FOR HEPLAYY THE
PRODUCED MOSAKC PRESENTATION SCREEN
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1
MOSAIC PRESENTATION SCREEN
PRODUCTION

TECHNICAL FIELD

The present disclosure generally relates to methods and
apparatus to produce and display a dynamic mosaic presen-
tation screen.

BACKGROUND

A video mosaic channel is a television channel divided into
a plurality of video mosaic elements providing an end user
with a split screen view of multiple source channels as they
are broadcast. In common digital television (DTV) systems,
one or more video mosaic channels are transmitted from a
headend to multiple DTV decoder devices thereby enabling
the end users to have a global view of the on-going TV
programs available on different linear television channels.

Nowadays, many TV operators have started to provide
different ways to customize the presentation of such video
mosaic channels. Examples of video mosaic channel cus-
tomization include: composing a video mosaic channel in real
time on the headend side after receiving a request from a user
and subsequently, delivering the composed video mosaic
channel; or pre-composing on the headend side multiple
theme-based video mosaic channels for later delivery.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention will be understood and appreciated
more fully from the following detailed description, taken in
conjunction with the drawings in which:

FIG. 1 is a simplified pictorial illustration of an exemplary
video mosaic compositing system, constructed and operative
in accordance with embodiments of the present invention;

FIG. 2 is a simplified pictorial illustration of an exemplary
client device, constructed and operative in accordance with an
embodiment of the present invention;

FIGS. 3A, 3B and 3C are simplified pictorial illustrations
of exemplary mosaic presentation screen produced using
video mosaic source services, constructed and operative in
accordance with embodiments of the present invention;

FIGS. 4A, 4B, 4C and 4D are simplified pictorial illustra-
tions of an exemplary mosaic presentation screen, con-
structed and operative in accordance with an embodiment of
the present invention;

FIGS. 5A, 5B, 5C and 5D are simplified pictorial illustra-
tions of an exemplary mosaic presentation screen, con-
structed and operative in accordance with another embodi-
ment of the present invention; and

FIG. 6 is a simplified flow chart diagram of a method for
producing and displaying a mosaic presentation screen in
accordance with embodiments of the present invention.

DESCRIPTION OF EXAMPLE EMBODIMENTS
Overview

In one embodiment, a method implemented on a comput-
ing device includes: receiving one or more video mosaic
source services, each of the one or more video mosaic source
services comprising a plurality of cells, each cell being asso-
ciated with a content source; receiving signaling data, the
signaling data comprising at least one attribute defining a
current content available on a content source; receiving a
request specifying an attribute to use for producing a mosaic
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2

presentation screen; and upon receiving the request, compos-
iting cells extracted from the received one or more video
mosaic source services into a mosaic presentation screen, the
composited cells being associated with content sources
whose current content attribute corresponds to the specified
attribute.

DETAILED DESCRIPTION OF EXAMPLE
EMBODIMENTS

FIG. 1, to which reference is now made, shows an exem-
plary video mosaic compositing system constructed and
operative in accordance with an embodiment of the present
invention. The system 100 of FIG. 1 comprises a headend
110, a communication network 120 and a client device 130.
One or more video mosaic source services 111,112, ..., 113
are generated on the headend side and transmitted to client
device 130 along with relevant signaling data via the commu-
nication network 120. Upon reception of the source mosaic
services 111, 112, . . ., 113 and the signaling data, client
device 130 is operable to produce and dynamically update a
video mosaic service 131.

A headend 110 typically communicates with a plurality of
client devices 130 via a communication network 120. Addi-
tionally or alternatively, a plurality of headends 110 commu-
nicates with a single client device 130 or with a plurality of
client devices 130 via the communication network 120. For
simplicity of depiction and description, and without limiting
the generality of the present invention, only one client device
130 and one headend 110 are illustrated in the system 100 of
FIG. 1.

The communication network 120 is a one-way or two-way
communication network that includes at least one of the fol-
lowing: a satellite based communication network; a cable
based communication network; a conventional terrestrial
broadcast television network; a telephony based communica-
tion network; a telephony based television broadcast net-
work; a mobile-telephony based television broadcast net-
work; an Internet Protocol (IP) television broadcast network;
aradio based communication network; and a computer based
communication network. It is appreciated that in alternate
embodiments of the present invention, the communication
network 120 may, for example, be implemented by one-way
or two-way hybrid communication network, such as a com-
bination cable-telephone network, a combination satellite-
telephone network, a combination satellite-computer based
communication network, or by any other appropriate net-
work. Other ways of implementing the communication net-
work 120 will be apparent to someone skilled in the art.

The system of FIG. 1 includes a client device 130 that may
be any type of device operable to communicate with the
headend 110 via the communication network 120 and pro-
duce a video mosaic service 131. The client device 130 may
be for example, but without limiting the generality of the
invention, a set-top box (STB), a personal or digital video
recorder (PVR and DVR), a companion device such as a
laptop, a desktop or personal computer (PC), a tablet com-
puter, a mobile computing device or any other appropriate
handheld or computing device.

The headend 110 typically transmits audio video (AV)
streams, metadata, signaling data and any other suitable con-
tent and/or data to the client device 130. The AV streams
typically comprise a plurality of TV services (also referred as
TV channels hereinafter, both terms being interchangeably
used in the present application) multiplexed together at the
headend 110 before transmission. Each one of the TV ser-
vices is typically a sequence of TV programs under the con-
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trol of a broadcaster which can be broadcast as part of a
schedule. Signaling data is digital data describing the delivery
system, content and scheduling/timing of broadcast AV
streams, etc. It includes different service information (SI)
tables and program specific information (PSI) such as, for
example, NIT (Network information Table), SDT (Service
Description Table), PMT (Program Map Table), PAT (Pro-
gram Association Table), etc. as defined in Digital Video
Broadcasting (DVB) and Moving Picture Experts Group
(MPEG); Specification for Service Information (SI) in DVB
systems, ETSI EN 300 468 V1.8.1, program specific infor-
mation (PSI) in ISO/IEC 13818-1.

In one exemplary embodiment of the present invention, the
headend 110 is further operative to generate one or more
video mosaic source services 111-113. FIG. 1 shows three
examples of video mosaic source services 111, 112 and 113.
Each of the video mosaic source services 111-113 is typically
divided into a plurality of cells providing a viewer with a split
screen view of multiple source services as they are broadcast.
The broadcaster, TV operator, or platform operator is typi-
cally in charge of selecting which source service to assign to
which cell. Taking the example of video mosaic source ser-
vice 111, twenty five cells are shown wherein:

S1 is a cell associated with source 1 (e.g. a first TV service)

and shows the current content of source 1 (e.g. a “news”
TV program);

S2 is a cell associated with source 2 and shows the current
content of source 2 (e.g. a “documentary” program of a
second TV service).; and

S25 is a cell associated with source 25 and shows the
current content of source 25 (e.g. a “sports” program of
a third TV service).

Furthermore, it will be apparent that the cells are not lim-
ited to show TV services only. On the contrary, various types
of sources and content may be shown in the video cells. For
example, the cells may include VOD (Video-On-Demand)
assets that can be purchased via a dedicated VOD portal;
promotional videos; ads; future programs; video trailers; any
type of video; still pictures; web content; local content; etc.
Similarly, although depicted as an organized arrangement of
twenty five cells, each of the video mosaic source services
generated by the headend 110 may comprise a different num-
ber of cells. Additionally and/or alternatively, the size and/or
the shapes of the cells may differ from one video mosaic
source service to another or even within a single video mosaic
source service. In other words, the number of video mosaic
source services to generate as well as their designs and con-
tents is customizable and under the control of the broadcaster,
TV operator or platform operator.

Once generated, the one or more video source mosaic
services 111-113 are encoded with the TV services and mul-
tiplexed in the AV stream for being transmitted to client
device 130 via the communication network 120. Audio tracks
associated with each cell of the different video mosaic source
services 111-113 may be multiplexed in the same AV stream
or be provided to the client device 130 in a separate stream
(multiplexed or not).

In one embodiment of the present invention, traditional
hardware (HW) and software (SW) components (not shown
in FIG. 1) may be used on the headend side for generating
each of the one or more video mosaic source services 111-113
thereby avoiding adding extra resources and/or increasing the
overall cost. Furthermore, a source (linear TV service, VOD
asset, promotional video, etc.) is assigned a static position in
a particular video mosaic source service. Assigning a static
position typically includes associating a source with a par-
ticular cell of a particular video mosaic source service with a

10

15

20

25

30

35

40

45

50

55

60

65

4

specific source. As a result, the current content of the source
is shown in the same cell on the same video mosaic source
service at all times.

In another example embodiment of the present invention,
an attribute of the source current content is used at the time
when the one or more video mosaic source services 111-113
are generated. As a result, sources whose current content has
a same or similar attribute are associated with cells located in
a same area of a video mosaic source service. An attribute of
content may be any appropriate type of descriptor defining a
type of content. Non limiting examples of attributes are genre,
sub-genre, category (e.g. linear or regular TV service, VOD
asset, recorded TV program, ads, etc.), nature (e.g. picture,
text, video, etc.), etc. of the contents. It will be apparent to
someone skilled in the art that these attributes may be
dynamic in the sense that they may change over time. For
example, in the video mosaic source service 111, S1 is a cell
representing a TV service. According to this TV service
broadcast schedule, a genre attribute of the current TV pro-
gram (e.g. a “news” TV program) may be different from the
genre of the following TV program (e.g. a “documentary” TV
program). In such a situation, the video mosaic source service
111 has to be updated to reflect this change. Therefore, in this
example embodiment of the present invention, the one or
more video mosaic source services 111-113 are updated
whenever a change in the current content attributes is identi-
fied. Updating a video mosaic source service typically
includes dynamically modify the source/cell associations
according to a change in the current content.

The headend 110 is further operative to generate and
deliver the appropriate relevant signaling data to client
devices 130 via the communication network 120. Different
signaling data is made available to enable client devices 130
to produce a mosaic image stream 131 (hereinafter referred as
mosaic presentation screen 131 for sake of clarity).

The signaling data may include data signaling the video
mosaic source services. This may be achieved, for example,
via the existing signaling system (e.g. SI tables) or a newly
dedicated one. In both cases, the video mosaic source services
may be signaled as a special type of service in order to be
differentiated by client devices 130 from the other services
(potentially including concurrent or co-existing legacy
mosaic service(s)) present in the transmitted AV stream.
Although the video mosaic source services 111-113 are used
for producing the mosaic presentation screen 131 on client
devices 130 and therefore are not intended to be visible to the
end users, the broadcaster, TV or platform operator may
signal those services as a regular TV service visible to the end
users;

Also, the signaling data may include data specifying the
composition of each of the video mosaic source service. This
may be achieved, for example, via the existing signaling
system (e.g. SItables) or anewly dedicated one. In both cases,
data for each cell of each video mosaic source services will be
signaled. Typically, this signaling data may include at least
position, size, link to the current source service and links to
audio tracks of the current source service for each cell. Those
skilled in the art will appreciate that any other appropriate
data may be included in this composition signaling data. For
example, usage confirmation data may also be provided for
each cell indicating a default parental rating, a default genre in
case of the absence of dynamic current content information,
groups of users allowed for viewing, user profiles allowed for
viewing, regions allowed for viewing, etc. Further, this sig-
naling may be dynamic i.e. updated regularly to reflect
changes in the composition of the different video mosaic
source services. For example, when the video mosaic source
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services are updated, new composition signaling data may be
generated to reflect the updated composition of the video
mosaic source services;

Further, the signaling data may include data specifying the
attribute(s) of the current content for each cell of each video
mosaic source service. This signaling may be real time or near
real time in order to reflect the attribute(s) of the source
current contents. In a situation where a cell is properly syn-
chronized with a source service (e.g. follows a pre-defined
schedule ofa TV service), there may be no need for additional
signaling since the attribute(s) of this content may be
retrieved from the existing signaling data. Typically, the
attribute(s) of the current content may be retrieved, for
example, from the EIT p/f (Event Information Table past/
following). However, the broadcaster, TV or platform opera-
tor may want a more flexible attribute classification signaling.
Indeed, more refined attribute definitions may be specified
such as, for example, but without limiting the generality of the
present invention, “most viewed”, “first broadcast”, “recom-
mended”, “favorites”, “most booked”, etc. or even any other
suitable keywords relevant to a particular type of content. In
this case, new signaling data may be generated by the headend
110 to specify the additional attributes. Therefore, depending
on the configuration designed by broadcaster, TV or platform
operator, the headend 110 is operative to either: use existing
data signaling; generate new signaling data; or combine exist-
ing and newly generated data to specity the attribute(s) of the
current content in each cell of each video mosaic source
service. In a further example embodiment of the present
invention, this signaling data may be customized to accom-
modate different users or groups of users.

Finally, the signaling data may include data relevant to the
use of the mosaic presentation screen. Typically, the broad-
caster, TV or platform operator may be able to restrict the use
of the mosaic presentation screen by sending usage configu-
ration data to client devices 130. This usage configuration
data may be specific to a particular user (or a particular client
device 130) or to a group of users (respectively a group of
client devices 130) and may include some constraints limiting
the use of the mosaic presentation screen. Non-limiting
examples of such constraints may include: restricting the use
depending on geographical or regional factors; restricting the
use until the end user has subscribed to a service or a bouquet
of' services; restricting the use until the end user has purchased
a related product; adult or parental control restrictions (e.g.
protecting access to adult or parental protected contents by
PIN code, etc.); allowing the use only during certain timeslots
or durations for one or more source services; allowing the use
only in combination with ads and/or promotional content
display; allowing/limiting the use depending on a user pro-
file; etc.

The choice of reusing existing signaling data and/or gen-
erating new signaling data is a trade-off between perfor-
mance, cost, flexibility, etc. factors and is therefore under the
control of the broadcaster, TV or platform operator. Similarly,
the way the signaling data is provided to client device 130—
separately and/or some or all combined—is left to the broad-
caster, TV or platform operator. In one embodiment, a con-
figuration data file, such as an XML (eXtensible Markup
Language)file, is generated and typically includes some or all
of the above signaling data. Then, the XML file may be
transmitted by the headend 110 to client device 130 along
with the AV stream and metadata. An exemplary XML con-
figuration data file is given below:
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<channel-list>

<!--Channel 1-->

<channel service="dvb://010B.005C.5D01” mosaic="1"

video=0,0,213,120” audio="00,01,02”
criteria="auto”/>

<!--Channel 2-->

<channel service="dvb://010B.005C.5D02” mosaic="1"

video="213,0,213,120” audio="04,05,06”
criteria="auto,popular,news”/>

<!--Channel 3-->

<channel service="http://145.56.210.95/

channelabc.m3u8” mosaic="*1" video=426,0,213,120”
audio="07,08" criteria="sports”/>

<!--Channel 4-->

<channel service="rtsp://145.56.210.100:80/stream.sdp”

mosaic="1" video="640,0,213,120” audio="09,0A”
criteria="recommended”/>

<!--Channel 5-->

<channel service="dvb://010B.005C.5D05” mosaic="2"

video="853,0,213,120” audio="10,11,12,13,14”
criteria="auto” allowed="Region 17/>

<!--Channel 6-->

<channel service="dvb://010B.005C.5D06” mosaic="2"

video="1066,0,213,120” audio="15,16,17"
criteria="auto”/>

<!--Channel 7-->

<channel service="dvb://010B.005C.5D07” mosaic="2"

video=70,120,213,120” audio="B0,B1,B2”
criteria="auto”/>

</channel-list>

Inthis XML configuration data file, “Channel 1” represents
aTV serviceidentified by its DVB triplet (010B.005C.5D01).
This TV service is shown on the video mosaic source service
“1” and the corresponding cell is located at the coordinates
(0;0) on this video mosaic source service. Typically, the (0;0)
coordinates corresponds to the top left corner. The size of the
corresponding cell is also given: 213 pixels in width and 120
pixels in height. Furthermore, the TV service is associated
with the audio streams “0x007, “0x01” and “0x02”. Finally,
an attribute of the TV service may automatically (“auto”) be
retrieved from the automatic classification provided as part of
the EIT.

Similarly, “Channel 2” is another TV service having its
own properties (DVB triplet, video mosaic source service,
cell location and size as well as audio tracks). An attribute for
“Channel 2” may also be retrieved using the automatic clas-
sification. Further, “Channel 2” also uses an editorial classi-
fication showing two additional attributes: “popular” and
“news”. Consequently, three attributes for the corresponding
current content shown in the cell are available: “popular”,
“news” and a last one retrieved from the EIT (“auto”).

The remaining portion of the XML file is deemed to be
self-explanatory in light of the above description and there-
fore is not described hereinafter. However, it is to be noted
that “Channel 3”: represents an HTTP live stream associated
with an Internet Protocol (IP) network Uniform Resource
Identifier (URI) and uses an editorial classification (“sports™).
Also, “Channel 4” represents a Real Time Transport Protocol
stream associated with an IP network URI. Further, “Channel
5” is only allowed to be viewed in “Region 1”. Finally, the
XML file indicates that channels 1 to 4 belong to the video
mosaic source service “1” whereas channels 5 to 7 belongs to
the video mosaic source service “2”.

The video mosaic source services 111-113, metadata and
signaling data may be transmitted to client device 130 via
broadcast, multicast or unicast. Then, client device 130 uses
the signaling data to identify and decode the relevant video
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source services 111-113. Further, client device 130 generates
locally a mosaic presentation screen 131 using the decoded
relevant video source services 111-113. Typically, client
device 130 is operative to select one or more cells from the
decoded video mosaic source services to produce the mosaic
presentation screen 131. As shown in FIG. 1, client device
130 may select:
cell S1 associated with a first source (described herein-
above as afirst TV service) from the video mosaic source
service 111;
cell S50 associated with a second source (a VOD asset for
instance) from the video mosaic source service 112;
cell S63 associated with a third source (another TV service
for instance) from the video mosaic source service 113;
and
any other relevant cell associated with a further source
from one of the video mosaic source services 111-113.

Then, client device 130 is operative to produce the mosaic
presentation screen 131 using the selected cells (i.e. including
at least the cells S1, S50 and S63) for display to an end user.
Therefore, different customized mosaic presentation screens
may be provided to different end users or groups of end users
by locally processing video mosaic source services 111-113
transmitted from the headend 110. Typically, an end user of
client device 130 may trigger the production of a mosaic
presentation screen 131 by selecting a particular content
attribute for display. For example, the end user may want to
view a sports program and therefore requests client device
130 to display some or all of the available sports programs. In
response, client device 130 may identify all the sources
whose current content attributes include “sports”. Further,
usage confirmation data may also be taken into consideration
to filter the sources (whose current content includes “sports”™)
the end user is allowed to view according to his profile,
region, group of users, etc. Then, the relevant video mosaic
source services (i.e. the ones including at least one of such
identified sources) may be decoded. Subsequently, a mosaic
presentation screen 131, presenting the identified sources, is
produced using the decoded relevant video mosaic source
services.

Further, client device 130 is operative to update the pro-
duced mosaic presentation screen 131 under certain circum-
stances: upon receiving new signaling data and/or new video
mosaic source services; upon detecting thata TV program has
ended and/or started; upon receiving a user’s input selecting
a new attribute for display; etc. Continuing with the example
given in the previous paragraph, a “sports” program may
finish and there is therefore a need to remove the correspond-
ing source from the mosaic presentation screen 131. Insuch a
situation, the mosaic presentation screen 131 may be updated
so that the source associated with the program is removed and
does not appear any longer within the produced mosaic pre-
sentation screen 131. Conversely, a “sports” program may
start and there will be therefore a need to add the correspond-
ing source on the mosaic presentation screen 131. In such a
situation, the mosaic presentation screen 131 may be updated
so that the source associated with the program is inserted and
therefore does appear in the produced mosaic presentation
screen 131.

Reference is now made to FIG. 2 which is a simplified
pictorial illustration of a client device, constructed and opera-
tive in accordance with an embodiment of the present inven-
tion. Client device 130 typically comprises a metadata
receiver 210, a service selector 220, one or more decoders
231-233, a configuration receiver 240, a video mosaic service
manager 250, an input receiver 260, a compositor 270, an
audio selector 280 and an AV manager 290. Those skilled in

10

15

20

25

40

45

8

the art will appreciate that client device 130 comprises HW
and/or SW components, such as are well-known in the art. It
will similarly be appreciated that client device 130 is not
limited to the particular arrangement shown in FIG. 2. On the
contrary, client device 130 may comprise other components
that are not depicted in FIG. 2.

Client device 130 typically receives from the headend 110:
the AV stream, including the video mosaic source services
111-113, at the service selector 220 (e.g. one or more tuners
associated with one or more demultiplexers); metadata at the
metadata receiver 210; and signaling data at the configuration
receiver 240. The signaling data may be stored in a storage
unit (not shown) part of the configuration receiver 240 or
client device 130 and updated when new signaling data is
provided by the headend 110. Upon receiving the signaling
data at the configuration receiver 240, the video mosaic ser-
vice manager 250 is operable to locate the one or more gen-
erated video mosaic source services 111-113 in the AV stream
and pass the information to service selector 220. Also, the
signaling data relevant to the current content of each source
may be retrieved and the video mosaic service manager 250
may extract the available attributes. Typically, a User Inter-
face (UI) screen listing some or all of the extracted attributes
may be displayed on a display device associated with client
device 130 so that an end user can select one of them for
producing a mosaic presentation screen 131. For example, a
user may be presented a Ul screen with a list of available
attributes such as “news”, “sports”, “popular”, “most
booked”, “VOD?”, etc. In response, the end user may select at
least one of the attributes (e.g. “sports”) thereby requesting
the client device 130 to produce a mosaic presentation screen
131 typically including some or all of the sources whose
current content attribute comprises “sports”. The end user’s
selection is received by the input receiver 260 and passed to
the video mosaic service manager 250. It will be appreciated
by those skilled in the art that the present invention, in
embodiments thereof, is not limited to an end user request for
producing the mosaic presentation screen 131 at client device
130. On the contrary, other ways of triggering the production
of'the mosaic presentation screen 131 may include: receiving
aheadend request, producing automatically a mosaic presen-
tation screen 131 based either on a default attribute or based
on an end user and/or a group profile, etc. Other ways of
triggering the production of the mosaic presentation screen
131 will be apparent to those skilled in the art.

Upon receiving a request to produce a mosaic presentation
screen 131, the video mosaic manager 250 is operative to
determine which attributes to use for producing the mosaic
presentation screen 131. The received request is associated
with at least one selected or default attribute but more than
one attribute may be required to produce the mosaic presen-
tation screen 131 depending on the implementation design.
Indeed, the broadcaster, TV or platform operator typically
specifies a layout defining how the sources are to be displayed
on the produced mosaic presentation screen. Non-limiting
examples of pre-defined layouts are depicted on FIGS. 3A,
3B and 3C and will be described later in further details.

Then, for each attribute that is to be displayed on the
mosaic presentation screen 131, the video mosaic manager
250 determines the candidate sources using the signaling data
and/or the configuration data file. A candidate source is a
source whose current content has an attribute corresponding
to the attributes to be displayed and that the end user is
allowed to view according to his profile, region or group of
users. Determining the candidate sources is achieved using
the data signaling the attribute(s) of the current content in
each source as well as the data signaling the composition of
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each of the video mosaic source services. Alternatively, the
configuration file data may be parsed to identify the matching
attributes and determine the candidate sources. Then, other
attributes may be used to filter the sources that the end user is
not allowed to view.

Once the candidate sources are determined, the video
mosaic manager 250 is further operative to identify the video
mosaic source services 111-113 on which the candidate
sources are shown. This is typically achieved using the data
signaling the composition of each of video mosaic source
service (e.g. link to source service). Alternatively, the con-
figuration file data may be parsed to identify the video mosaic
source service corresponding to each of the candidate
sources. As a result, the video mosaic manager 250 may
instruct the service selector 220 to tune and demultiplex the
video mosaic source services from the AV stream. The demul-
tiplexed video mosaic source services are then passed to the
decoders 231-233 for further processing. Typically, the video
mosaic manager 250 is further operative to allocate one or
more decoders 231-233 for decoding the demultiplexed video
mosaic source services.

The decoded video streams are received by the compositor
270 which is then operable to produce the mosaic presenta-
tion screen 131 under the control of the video mosaic manager
250. Similarly, the decoded audio streams are received and
stored at the audio selector 280. The video mosaic manager
250 typically instructs the compositor 270 which cells from
the decoded video mosaic source services to use for produc-
ing the mosaic presentation screen 131. This is achieved by
using the signaling data specifying the coordinates and sizes
of'the different cells. As a result, the compositor 270 typically
comprising a GPU (Graphics Processing Unit) is able to
locate and extract the relevant cells from the decoded video
mosaic source services and composite them according to the
relevant implementation design thereby producing the
mosaic presentation screen 131. Additionally, the signaling
data specifying the use of the mosaic presentation screen may
be taken into consideration to produce the mosaic presenta-
tion screen 131. For example, timeslots restrictions and/or
regional, subscription, or parental control constraints may be
applied to determine whether or not the cells should be
included and/or made visible to the end user. Also, graphics
assets may be provided and used by the compositor 270 at the
time when the mosaic presentation screen is produced.
Indeed, the broadcaster, TV or platform operator, may pro-
vide an implementation design or layout that comprises
graphics assets (e.g. textual assets, still pictures, logos, etc.) to
be combined with the cells of the requested mosaic presenta-
tion screen. Therefore, a storage device (not shown) may
comprise all these graphics assets and the video mosaic man-
ager 250 may instruct the compositor 270 to retrieve the
relevant graphics assets at production time. Once produced,
the mosaic presentation screen 131 is sent to the AV output
manager 290.

The AV output manager 290 typically transmits the mosaic
presentation screen 131 to a display device thereby enabling
the end user to view and interact with it. Further, the output
manager 290 associates the mosaic presentation screen 131
with a relevant audio stream that is played. For example,
when the end user navigates through the cells of the mosaic
presentation screen 131, a visual indication indicates which
cell has the focus. The output manager 290 is therefore oper-
able to retrieve, from the audio selector 280, the audio stream
associated with the focused cell and plays it. In a case where
multiple audio streams are available for the same cell, the
video manager 250 typically instructs the decoders 231-233
which audio stream to decode and the audio selector 280
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which one is to be played. For example, the video manager
250 may instruct the audio selector 280 to play: the audio
stream associated to the cell in a situation where only one
audio stream is available; one particular audio stream based
on a particular criterion (e.g. the current selected end user
language) in a situation where multiple audio streams are
available; or the audio stream associated with the target
source.

Reference is now made to FIGS. 3A to 3C which are
simplified pictorial illustrations of exemplary video mosaic
source services and mosaic presentation screens, constructed
and operative in accordance with embodiments of the present
invention. In FIGS. 3A to 3C, three or four video mosaic
source services 111,112,113 and 114 comprising twenty five
cells are generated by the headend 110 and transmitted to
client device 130 as a regular TV service within the AV
stream. However, it will be apparent to those skilled in the art
that the present invention in embodiments thereof is not lim-
ited to this particular configuration. Indeed, more or less
video mosaic source services may be generated by the head-
end 110 and transmitted to client device 130. Similarly, the
video mosaic source services may comprise more or less cells
of different sizes.

FIG. 3A depicts four exemplary video mosaic source ser-
vices 111,112,113 and 114. FIG. 3A typically illustrates the
static delivery option in which the source is assigned a static
position that is to say a particular cell of a particular video
mosaic source service. Therefore, each cell of the different
video mosaic source services 111-114 represents a single
source, such as a linear TV channel, a future TV program, a
VOD asset, or any kind of link pointing to a network address
(e.g. an internet website), etc. Furthermore, in FIG. 3A, each
cell is marked with a letter (A, B, C, D, E, F or G) which
illustrates the attribute of the current content of the source.
For example, A may indicate that the current content shown
within this cell is associated with a “most booked” attribute;
B may indicate that the current content is associated with a
“news” attribute; and E (including E1 to E8) may indicate that
the current content is associated with a “sports™ attribute.
Furthermore, as explained hereinabove in relation with the
configuration data file, a cell may be associated with more
than one attribute. Therefore, C may represent a group of
attributes such as, for example, “documentary”, “popular”
and “first broadcast”. It will be apparent to someone skilled in
the art that D, F and G typically represent further attributes or
group of attributes.

An end user may request client device 130 to produce a
mosaic presentation screen 131 including some or all of the
sources whose current content has “sports” as an attribute
(attribute E). Upon receiving the end user’s request via the
input receiver 260, the video manager 250 identifies the can-
didate sources using the signaling data. Then, video mosaic
source services 111, 112 and 113 are identified as comprising
candidate sources and are therefore decoded by the decoders
231-233. On the contrary, video mosaic source service 114 is
not decoded since none of its sources is identified as a candi-
date source (i.e. none of them has a current content associated
withan E attribute). Then, the video mosaic manager 250 uses
the signaling data to identify which cells to extract and passes
the information to the compositor 270. As a result, a plurality
of cells E1 to E8 are identified and the compositor 270 is able
to composite the E1 to E8 cells into a mosaic presentation
screen 131.

FIG. 3B depicts three exemplary video mosaic source ser-
vices 111, 112 and 113 and typically illustrates the dynamic
delivery option. The mosaic production process is similar to
the one described in relation to FIG. 3A. However, with the
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dynamic delivery option, sources whose current contents
have a similar or same attribute are grouped together i.e.
placed next to each other in the generated one or more video
mosaic source services 111, 112 and 113. For example, the
cells of video mosaic source service 111 are only relevant to
attributes A (e.g. “most booked”), B (e.g. “news”) and E (e.g.
“sports”). Similarly, video mosaic source service 112
includes only sources whose current contents are associated
with attribute E. Therefore, upon receiving the end user’s
request for displaying some or all of the sources whose cur-
rent contents have attribute E, only the video mosaic source
services 111 and 112 have to be decoded and processed to
produce the mosaic presentation screen 131 thereby reducing
the processing workload on client device 130. Indeed, only
two decoders, for instance decoders 231 and 232, will be used
for decoding the video mosaic source services 111 and 112. In
one exemplary embodiment of the present invention, the
remaining available decoding capabilities (e.g. decoder 233)
may be used to proactively decode video mosaic source ser-
vices (e.g. video mosaic source service 113 in this example)
that are not showing identified candidate sources. In a situa-
tion where the end user’s inputs a new request (e.g. to show all
sources whose currents is associated with attribute B instead
of attribute E), the time to produce the newly requested
mosaic presentation screen 131 is reduced since the video
mosaic source service 113 is already decoded and ready to be
processed by the compositor 270.

FIG. 3C depicts three exemplary video mosaic source ser-
vices 111, 112 and 113 and shows a layout for the mosaic
presentation screen 131 different from the ones shown in
FIGS. 3A and 3B. As explained hereinabove, the layout for
the produced mosaic presentation screen 131 is typically
configurable and under the control of the broadcaster, TV or
platform operator. In other words, a pre-defined layout defin-
ing the video wall composition is used at the time when the
video wall is produced. Typically, the cells associated with
content sources having a same attribute are grouped together
as shown on FIGS. 3A to 3C.

FIG. 3C depicts a mosaic presentation screen 131 showing
only the sources relevant to the requested attribute. On the
contrary, FIGS. 3A and 3B depict a mosaic presentation
screen 131 produced for a first attribute (attribute E) but also
comprising some sources whose current contents are associ-
ated with other attributes: three cells on the left side associ-
ated with attribute A and four cells on the right side associated
with attribute G (attribute C for FIG. 3B). Showing such
sources whose current contents associated with further
attributes typically enables the end user to know which other
attributes are available and accessible when browsing the
mosaic presentation screen 131. The choice of the further
attributes to display on the produced mosaic presentation
screen 131 may be based on different (or a combination of)
factors such as, but not limited to:

attributes the most relevant to the end user based on his

profile and/or history;

attributes the most relevant to a group of users;

attributes the most similar to the one selected by the end

user;

attributes including promoted or VOD contents;

attributes adjacent (in the decoded video mosaic source

services) to the one selected by the end user; etc.

Further attributes may correspond to sources belonging to
avideo mosaic source service already decoded thereby avoid-
ing any additional workload on the client device 130.

Reference is now made to FIGS. 4A, 4B, 4C and 4D which
are simplified pictorial illustrations of exemplary mosaic pre-
sentation screen screens, constructed and operative in accor-
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dance with embodiments of the present invention. FIGS. 4A
to 4D typically illustrate different situations in which the
mosaic presentation screen 131 is dynamically updated. Cli-
ent device 130 is operative to update the produced mosaic
presentation screen 131 under certain circumstances e.g.
when new signaling data are received; when new video
mosaic source services are received; upon detecting that a
current content has ended and/or started; upon receiving a
user’s input selecting a new attribute for display; etc.

FIG. 4A depicts a mosaic presentation screen 131 compris-
ing ten cells (E1-E10) showing sources whose current con-
tents are associated with attribute E. Client device 130 is
typically operative to detect that the current content of E1 is
aboutto finish. For example, the video mosaic manager 250 is
typically able to detect that a football game shown in F1 is
about to finish and, using the EITp/f for instance, that the next
program on this source is not associated with attribute E. As a
result, when the football game finishes, the mosaic presenta-
tion screen 131 produced by the compositor 270 is updated to
reflect this change. The E1 cell is removed from the mosaic
presentation screen 131 and the other cells are rearranged as
shown on FIG. 4B. Alternatively, the cell E1 may not be
removed but instead the content of cell E1 may be updated to
reflect that the football game has finished. For example, an
alternative representation, such as a logo of the corresponding
source, a still picture, etc., may be displayed in E1.

Similarly, the video mosaic manager 250 may be operative
to detect that the current content shown in cell E8 in FIG. 4B
is about to finish and again, that the next program on this
source is not associated with attribute E. Alternatively, or
additionally, video manager 250 may be further operative to
detect that a new content E11 is about to start and therefore,
needs to appear on the mosaic presentation screen 131. There-
fore, the video manager 250 updates the mosaic presentation
screen 131 as shown in FIG. 4C by: removing cell E8; rear-
ranging the positions of cells E9-E10; and inserting cell E11.

FIG. 4D depicts another example of dynamically updating
the mosaic presentation screen 131 by inserting cell E12
corresponding to a new current content associated with
attribute E. The layout, including the cell arrangement, may
be under the control of the broadcaster, TV or platform opera-
tor. Typically, the cells are arranged by end times (e.g. E2
having an end time later than E3 and so on) so that the first
cells to be removed are the ones at the bottom of the mosaic
presentation screen 131. This is useful to improve the end user
visual experience so that he will not be perturbed by recurrent
dynamic update of the mosaic presentation screen 131. How-
ever, other ways of (re-)arranging the cells will be apparent to
those skilled in the art. Non-limiting examples include (re-)
arranging cells: by start times (e.g. E12 starting earlier than
E7 but later than E6); by end times (e.g. E12 finishing later
than E6 but earlier than E7); based on the end user’s profile or
history (e.g. E12 is more relevant to the end user than E7 but
less than E6); and/or based on any other suitable criteria or
ranking (e.g. E2-E6 may be premium content that have to
appear first; E12 may be a VOD asset promoted by the broad-
caster; E7 and E9 may be recorded content; and so on).

Reference is now made to FIGS. 5A, 5B, 5C and 5D, which
are simplified pictorial illustrations of exemplary mosaic pre-
sentation screen screens, constructed and operative with
embodiments of the present invention. FIGS. 5A to 5D typi-
cally illustrate the use of the signaling data specifying the use
of the mosaic presentation screen.

FIG. 5A depicts an exemplary mosaic presentation screen
131 being produced based on attribute E. The mosaic presen-
tation screen 131 comprises twelve cells (E1-E12) showing
sources whose current contents are associated with attribute
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E. However, the broadcaster, TV or platform operator is able
to restrict the use of the mosaic presentation screen service by
sending usage configuration data to client devices 130. This
usage configuration data may be specific to a particular user
(or a particular client device 130) or to a group of users
(respectively a group of client devices 130) and may include
some constraints limiting the use of the mosaic presentation
screen. Non-limiting examples of such constraints may
include: restricting the use to a specific geographical or
regional area; restricting the use until subscription or pur-
chase of a related product; adult or parental control restric-
tions (e.g. protecting access to adult or parental protected
contents by PIN code, etc.); allowing the use only during
certain timeslots or durations for one or more TV services;
allowing the use only in combination with ads and/or promo-
tional content display; allowing/limiting the use depending
on a user profile; etc.

FIG. 5B depicts an exemplary mosaic presentation screen
131 based on attribute E and produced for display to afirstend
user. The mosaic presentation screen 131 includes the same
cells E1-E2, E4-E6, E8, and E10-E12 as the ones depicted in
FIG. 5A. However, E3, E7 and E9 are missing. Using the
signaling data restricting the use of the mosaic presentation
screen, the video manager 250 may have instructed the com-
positor 270, for example, to not include:

E3 because the first end user was not identified as part of a

first group of users allowed to view E3;

E7 because the first end user was located in a first region
where E7 is not broadcasted and/or allowed for viewing;
and

E9 because E9 is not allowed to be viewed during the
current timeslot.

Also, E8 is shaded to illustrate that the source cannot be
seen by the first end user. This may be achieved by altering the
display or masking the source such as, for example, by dis-
playing a black screen, displaying a visual indication of the
TV service or content (e.g. logo, still picture, frozen video
frame, trademark, etc.), displaying a degraded version of the
source, etc. Although included in the mosaic presentation
screen, E8 may require a further input to be viewed such as the
first user entering a PIN code (e.g. in case of parental control
restrictions) and/or a credit card number (e.g. to purchase a
VOD asset or a product), etc. Additionally, or in addition, E9
could be displayed using the similar techniques used for
altering or masking the current content so that the first end
user cannot see the source during the relevant timeslot.

FIG. 5C depicts a further exemplary mosaic presentation
screen 131 corresponding to the mosaic presentation screen
of FIG. 5B but at a later time. At this time:

E1-E2, E4-E6 and E10-E12 are still shown;

E8 is now shown because the first end user typically suc-

cessfully entered his PIN code;

E9 is now shown because the current timeslot is allowed for
viewing; and

E12 cannot be seen by the first end user for one the reasons
discussed hereinabove.

FIG. 5D depicts a further exemplary mosaic presentation
screen 131 based on attribute E and produced for a second end
user. The mosaic presentation screen 131 includes the same
cells E1-E9 and E12 as the ones depicted in FIG. 5A. How-
ever, E10 and E11 are missing. Using the signaling data
restricting the use of the mosaic presentation screen, the video
manager 250 may have instructed the compositor 270, for
example, to not include:
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E10 because the second end user was not identified as part
of a second group of users allowed to view E10; and

E11 because the second end user was located in a second
region where E11 is not broadcasted and/or allowed for
viewing.

Also, E6 and E8 are shaded to illustrate that the second end
user cannot see the source for one of the reasons discussed
hereinabove.

It is apparent from the exemplary embodiments of the
present invention discussed hereinabove that the compositor
270 is operative to produce a wide range of mosaic presenta-
tion screens 131 for different end users or group of end users
under the control of the video mosaic manager 250. Further-
more, an end user is able to input requests to client device 130.
A request may be, for example, to change the cell currently
in-focus, select a cell, or even to produce a mosaic presenta-
tion screen 131. The end user may use any suitable method or
mechanism to input the requests. For example, a set-top box
remote control may be used. In such a case, one or more
buttons on the remote control may be programmed to send the
requests. [t will be appreciated that client device 130 may be
configured to receive input from other input devices such as,
for example, a companion device, a mouse, a pointing device,
a mobile phone, a tablet computer, a keyboard or voice com-
mands.

The end user is able to navigate within the produced mosaic
presentation screen 131, that is to say to, changing the cell that
currently has the focus. A visual indication is typically dis-
played to indicate which cell has the focus. When the cell
currently having the focus is located on the far right, far left,
far top or far bottom of the mosaic presentation screen 131
(the cells having attributes A or C and the top and bottom rows
for the cells having attribute E in FIG. 3B for instance), a
further input towards a direction outside of the displayed
mosaic presentation screen 131 typically corresponds to a
request for updating the mosaic presentation screen 131 or
producing a new mosaic presentation screen 131. Indeed,
depending on the implementation design, it may correspond
to:

a simple navigation through a mosaic presentation screen
131 in which the cells are already decoded and ready to
be displayed (e.g. moving down from one of the cells
having attribute E in FI1G. 3B); or

a request to produce a new mosaic presentation screen
where further video mosaic source services have to be
processed (e.g. when moving left from one of the cells
having attribute A, a new mosaic presentation screen 131
is produced since cells having attributes A may need to
be displayed). In a situation where video decoding
resources are not sufficient or available, a degraded ver-
sion of the mosaic presentation screen 131 may tempo-
rarily be displayed (e.g. presenting less or lower quality
cells).

Furthermore, when a cell is in-focus, extended information
relevant to the current content may be displayed, automati-
cally or after receiving a further input from the end user, using
the received metadata and signaling data. Alternatively, or
additionally, the end user may select the cell thereby trigger-
ing different actions depending on the nature of the current
content or the source. Non-limiting examples of actions are
given below:

if the cell corresponds to a linear TV service, client device
130 may display the selected linear TV service;

if the cell corresponds to a future program, client device
130 may: display further information relevant to the
program; set a reminder; book a recording; etc.
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if the cell corresponds to a VOD asset, client device 130
may enable the end user to purchase the VOD asset or
play it; and

if the cell corresponds to content accessible via a network
address, client device 130 may access, display or play
the content.

Reference is now made to FIG. 6, which is a simplified
flowchart of an exemplary method of operation of the client
device. FIG. 6. is believed to be self-explanatory in light of the
above discussion.

It is appreciated that software components of the present
invention may, if desired, be implemented in ROM (read only
memory) form. The software components may, generally, be
implemented in hardware, if desired, using conventional
techniques. It is further appreciated that the software compo-
nents may be instantiated, for example: as a computer pro-
gram product or on a tangible medium. In some cases, it may
be possible to instantiate the software components as a signal
interpretable by an appropriate computer, although such an
instantiation may be excluded in certain embodiments of the
present invention.

Although the above embodiments have been described in
the context of DVB implementation and using MPEG tables,
someone skilled in the art will realize that other implementa-
tions are possible.

It is appreciated that various features of the invention
which are, for clarity, described in the contexts of separate
embodiments may also be provided in combinationina single
embodiment. Conversely, various features of the invention
which are, for brevity, described in the context of a single
embodiment may also be provided separately or in any suit-
able subcombination.

It will be appreciated by persons skilled in the art that the
present invention is not limited by what has been particularly
shown and described hereinabove. Rather the scope of the
invention is defined by the appended claims and equivalents
thereof.

What is claimed is:

1. A method implemented on a computing device, said
method comprising:

receiving one or more video mosaic source services, each
of said one or more video mosaic source services com-
prising a plurality of cells, each cell being associated
with a content source;

receiving signaling data, said signaling data comprising at
least one attribute defining a current content available on
a content source;

receiving a request specifying an attribute to use for pro-
ducing a mosaic presentation screen; and

upon receiving said request, compositing cells extracted
from said received one or more video mosaic source
services into a mosaic presentation screen, said compos-
ited cells being associated with content sources whose
current content attribute corresponds to said specified
attribute, wherein said signaling data further comprises
data specifying a location of a cell on a particular video
mosaic source service for each content source; and said
compositing further comprises:

identifying video mosaic source services comprising cells
associated with content sources whose current content
attribute corresponds to said specified attribute using
said signaling data;

decoding said identified video mosaic source services;

identifying cells on said decoded video mosaic source ser-
vices associated with content sources whose current
content attribute corresponds to said specified attribute
using said signaling data; and
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compositing said identified cells into a mosaic presentation

screen.

2. The method of claim 1, further comprising dynamically
removing a cell from said mosaic presentation screen upon
detecting that the content source associated with said cell no
longer has an attribute corresponding to said specified
attribute.

3. The method of claim 2, wherein said dynamically
removing comprises dynamically removing a cell from said
mosaic presentation screen when a current content available
on the content source finishes.

4. The method of claim 1, further comprising dynamically
adding a further cell to said mosaic presentation screen upon
detecting that a content source associated with said further
cell has an attribute corresponding to said specified attribute.

5. The method of claim 4, wherein said dynamically adding
comprises dynamically adding a further cell to said mosaic
presentation screen when a new current content starts on a
content source.

6. The method of claim 1, wherein said signaling data
further comprises usage configuration data limiting the use of
said mosaic presentation screen; and said compositing further
comprises compositing cells extracted from said one or more
video mosaic source services into a mosaic presentation
screen, said composited cells being associated with content
sources whose current content attribute corresponds to said
specified attribute and being compliant with said usage con-
figuration data.

7. The method of claim 6, wherein said usage configuration
data comprises regional constraints and said compositing
comprises compositing cells associated with content sources
available in a particular region whose current content attribute
corresponds to said specified attribute.

8. The method of claim 6, wherein said usage configuration
data defines groups of users and said compositing comprises
compositing cells associated with content sources relevant to
a particular group of users whose current content attribute
corresponds to said specified attribute.

9. The method of claim 6, wherein said compositing com-
prises including cells not compliant with said usage configu-
ration data in said mosaic presentation screen and preventing
an end user to view content sources associated with said
non-compliant cells until a specific condition is met.

10. The method of claim 9, wherein an end user is pre-
vented from viewing a content source until an end time of a
timeslot is reached.

11. The method of claim 9, wherein an end user is pre-
vented from viewing a content source until a personal iden-
tifier number is successfully entered.

12. The method of claim 9, wherein an end user is pre-
vented from viewing a content source until said content
source is subscribed to.

13. The method of claim 9, wherein an end user is pre-
vented from viewing a content source until the display of
commercials is accepted.

14. The method of claim 1, wherein said compositing is
performed according to a predefined mosaic presentation
screen composition, said predefined mosaic presentation
screen composition defining further attributes associated with
said specified attribute.

15. The method of claim 14, wherein said compositing
comprises compositing into a mosaic presentation screen:
cells associated with content sources whose current content
attribute corresponds to said specified attribute; and further
cells associated with content sources whose current content
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attributes corresponds to said further attributes, wherein cells
associated with content sources having a same attribute are
grouped together.
16. The method of claim 1, wherein said signaling data
specifying a location of a cell on a particular video mosaic
source service comprises spatial coordinates and a size of a
cell; and said compositing said identifying cells further com-
prises extracting said cells from said video mosaic source
services using said spatial coordinates and size.
17. The method of claim 1, further comprising associating
a relevant audio stream with said mosaic presentation screen
for later display to an end user.
18. A computing device comprising:
a service selector operable to receive one or more video
mosaic source services, each of said one or more video
mosaic source services comprising a plurality of cells,
each cell being associated with a content source;
a configuration receiver operable to receive signaling data,
said signaling data comprising: at least one attribute
defining a current content available on a content source;
and data specifying a location of a cell on a particular
video mosaic source service for each content source;
a video mosaic service manager operable to receive a
request specifying an attribute to use for producing a
mosaic presentation screen; and
a compositor operable to:
composite cells extracted from said receiving one or
more video mosaic source services into a mosaic pre-
sentation screen, said composited cells being associ-
ated with content sources whose current content
attribute corresponds to said specified attribute;

identify video mosaic source services comprising cells
associated with content sources whose current con-
tent attribute corresponds to said specified attribute
using said signaling data;

decode said identified video mosaic source services;

identify cells on said decoded video mosaic source ser-
vices associated with content sources whose current
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content attribute corresponds to said specified
attribute using said signaling data; and
composite said identified cells into a mosaic presenta-
tion screen.
19. One or more computer readable non-transient tangible

storage media encoded with software comprising computer
executable instructions and when the software is executed
operable to:

receive one or more video mosaic source services, each of
the one or more video mosaic source services compris-
ing a plurality of cells, each cell being associated with a
content source;

receive signaling data, the signaling data comprising: at
least one attribute defining a current content available on
a content source; and data specifying a location of a cell
on a particular video mosaic source service for each
content source;

receive a request specifying an attribute to use for produc-
ing a mosaic presentation screen;

composite cells extracted from the received one or more
video mosaic source services into a mosaic presentation
screen, the composited cells being associated with con-
tent sources whose current content attribute corresponds
to the specified attribute;

identify video mosaic source services comprising cells
associated with content sources whose current content
attribute corresponds to said specified attribute using
said signaling data;

decode said identified video mosaic source services;

identify cells on said decoded video mosaic source services
associated with content sources whose current content
attribute corresponds to said specified attribute using
said signaling data; and

composite said identified cells into a mosaic presentation
screen.



